CDC Assembly Tests:

	This document summarizes all the tests that will be performed during the assembly of the CDC. Until the tubes are inserted into the CDC frame, the tests are all “go-no-go” resulting in the part being kept or rejected.


· All donut and feedthru parts will have all IDs and ODs checked with go-no-go gauges. Nothing is recorded.
· During straw selection, straws are rolled on an optical bench to assure that they are not bowed by more than a couple of mm. Nothing is recorded.
· After gluing in of the aluminum donut, an electrical connectivity check is made between the donut and the aluminized straw surface.  Nothing is recorded.
· After stringing of a wire, electrical connectivity checks are performed between the two crimp pins. Nothing is recorded.
· After stringing of a wire, electrical isolation is checked between the lower crimp pin and the aluminum endplate. Nothing is recorded.
· After sufficient wires have been strung, wire tension measurements are performed on the wires. The results are recorded in a spread sheet that indexes both the layer number and wire number in the layer.

CDCAssembly Tests:

Thidocumentsummarses il the et chat willbepeformd
during he bl the CDC. Dl checesrs e s e COC
fame. the st el 100 resuing i th par eng ketor

Durin s enchin, e ar rlled on 3 apia bench to
asure tht hey are ot bowed by more than 4 couple of
Nothing e ot

AR ghing i f the suminum dont 3n lectricl connactvy
Check i e between the donu 3nd e Akminzed s
Ale stringing of 3 e, dlctrial connectiiy checls are
perormed betwen thetwncrimp pins. Rovhng s econde.

e Singing of 3 i, sacrio o 5 checked between

he lower e pin 484 the auminum endplte. Nachng 15
Rver suffcien wies bave b strng, e tension
messuroments are perormed on the wires. The resuls are
i amber n he pen,




