
Large MWPC Electronics Update 
 

  All boards properly sanded down 

 Bias boards epoxied to plate 

 Capacitors attached to sense boards 

 

 

 

 

 

 

 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

Sanding down board edges  



 
 

 

Sense Boards 

Board 

Number 

Length (inches) 
Original Sanded 

1 9.6060 9.599 

2 9.6045 9.598 

3 9.6080 9.599 

4 9.6075 9.598 

5 9.6035 9.597 

6 9.6030 9.598 
 

 

 

 

Bias Boards 

Board 

Number 

Length (inches) 
Original Sanded 

1 9.6070 9.598 

2 9.6060 9.599 

3 9.6045 9.598 

4 9.6050 9.598 

5 9.6060 9.599 

6 9.6065 9.599 
 

 
 
  



Bias boards 

epoxied  

to plate 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


